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SPECIFICATIONS :

2010 IE

Model
Speaker Component

Power
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T.Small Parameter

2012 IE
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ARMAGEDDON Series
PROFESSIONAL LINE ARRAY SYSTEM

LOCAL cLass

2012 IE

: 2-way Bi-amp system intelligent point x.over network.

: 1-unit : High frequency 3" Driver Tweeter DT48/150 : 900Hz - 18.000Hz
: 2-unit : Low frequency 10" MID Woofer W300/10 : 55Hz - 6.300Hz

: 150 watt 8-ohm Driver Tweeter

2x300 watt 8-ohm Low MID Woofer

: High Quality for EURO area made in CHINA
: 350mm x 670mm x 380mm (H x W x D)

: 55kg

: (see it in the manual book)

: 2-way Bi-amp system intelligent point x.over network
: 1-unit : High frequency 3" Driver Tweeter DT48/150 : 900Hz - 18.000Hz

2-unit : Low frequency 12" MID Woofer W400/12 : 45Hz - 6.300Hz

: 150 watt 8-ohm Driver Tweeter

2x400 watt 8-ohm Low MID Woofer

: High Quality for EURO area made in CHINA
: 390mm x 770mm x 430mm (H x W x D)

: 75kg

: (see it in the manual book)
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