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Amplifier

Maximum Output
Maximum Output
Maximum Ouput

Total Harmonic Distortion
(1KHz - 3 dB 6 Ohm)

Input Jacks (Sensitivity/Impedance)

MiC
CD, LD, AUX, BGM

Professional Karaoke Amplifier

150W+150W/8-Ohm(EIAJ)
200W+200W/8-Ohm(EIAJ)
300W+300W/8-Ohm(EIAJ)

0.03%

6mV/600 ohm
300mV/22kohm

Output Jacks (Output Level/Output Impedance)

PRE - output
Frequency Responses
MIC

MUSIC

Tone Control Characteristics
Music BASS
TREBLE
BASS
TREBLE
Speaker Output Terminals
(1 System only, 1 or 2),

6-ohm to 16-ohm
(2 System Operation, 1 and 2)
Key Control Range

Microphone

Specifications are subject to change without prior notice for future improvement

2.5V/1-kohm

10 Hz to 25kHz, +0/-3dB
10 Hz to 40kHz, +0/-3dB

+ 10dB(100Hz)
+ 10dB(100kHz)
+ 10dB (100Hz)
+ 10dB (10kHz)
4-ohm to 16-ohm

9 Steps, +2tones

Video Input Jack
(Sensitivity/input impendance

Video Output Jack
(Output level/Output Impedance)

Power Supply, etc.
Supply Voltage
Power Consumption

AC Power Outlest
UNSWITCHED (300 W max)
Dimensions (WxHxD)
Weight

Accesories

Instruction Manual

Wireless Remote Control Unit
AC Power line

(SUM-3) Batteries

1 Vp-p/75-ohm

1 Vp-p/75-ohm

110~120V/220~240VAC, 50/60Hz
225 W

1
420 x 135 x 420 mm
20 Kg
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