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PROFESSIONAL MIXING CONSOLE CLAS 54*

Two specifications including 16 and 24 channel input

GB30 MIC preamplifier and accurate equilibrium circuit

Real 7 generatrix configuration

Dual stereo input and Dual stereo return

Channel direct input

Convenient talkbacks function

100mm fader (attenuator)

A set of four +48V phantom power switch

6 AUX assistant output and can choose forward or backward fader among 4 of them18dB/ multifrequency steep high
pass filter

» Inserting point can be insert in general or grouped output channel

« 12-band LED level display

- 16 PSU inner power, 24 independent power supply.

Specifications:
Frequency Response

Mic/Line Input to any output,20Hz-20kHz <1dB
T.H.D+N

Mic sens,-30dBu,+20dBu at all output@1kHz <0.04%
CMRR

Typical @max gain @1kHz >80dB
Typical @max gain @50kHz >60dB
Input Sensitivity/Impedance

Mic Input 1.8Kohm
Line Input 10Kohm
Stereo Input 8.6Kohm
2TK Return 12Kohm
S/N Ratio >80dB
Mic, Aux,Direct Output, and Insert Sends 75Kohm
Input &Output Levels

Mic Input max. Level +22dBu
Line Input max. Level +22dBu
Stereo Input max. Level +22dBu
2TK Return >30dBu

Headphones(@200ohm) 150mwW
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