www.ie-proaudio.com

Chinc:-

PROFESSIONAL OUTDOOR WEATHER PROOF LOUDSPEAKER CLAS 5¥*

IE MS 45
IEMSA45 T
Enclosure : Membrant Pro Cone
Rate Input : 30 W (100V line), 15 W (70 V line)

Rated Impedance :
MS 45 : 8 ohm
MS45T :100Vliine :330Q (30W), 670 Q (15W),
1 kQ (10W), 2 kQ (5W),
3.3 kQ (3W)
70Vliine :330Q (15W), 670 Q (7.6 W),
1 kQ (5W), 2 kQ (2.5 W),
3.3kQ (1.5W)
Sensitivity :91dB (1W, 1m)
Freq. Response : 100-16.0000 Hz
Spk. Component  : 12 cm splash-proof cone-type woofer
Input Terminal : Push-in terminal block
Usable Cable : Solid copper wire : ® 0.8 -® 1.6 mm
Stranded copper wire : 0.75 - 1.25 mm?
Water Capability  : IPX4 or equivalent

Finish : Top Cover, Base : FRP resin, semi-glossy
Speaker panel : ABS resin, semi-glossy
Legs : Aluminum, paint, semi-glossy
Color : Dark Grey / Black / White / Silver
Dimensions : ® 270 x 335 (h) mm

Weight MS 45 : 2.7 kg
MS45T :3.1kg
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