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PROFESSIONAL POWER AMPLIFIER CLASS x
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Output Power :2x800W/8ohm
2x1.200 W/ 4 ohm

Input Sensitivity :0.775V /1.0V/1.44V

Freq. Response : 20Hz-20KHz/1W+0.3dB

IMD : 0.05% (rated 8 ohm 60-70KHz)

Damping Coefficient  : >300@8 ohm/400Hz
Frequency Conversion : 30V/US

Output Connectors : Speakon,binding posts

Cooling : Variable speed DC fans
Instruction Type : Power, Channel signaling
Protection Type : Overheat protection, short circuit
Protection : DC, SUB/ULTRA-SONIC

Signal Noise Ration : >=100dB

Input Impedance : 20Kohm

Input Type : Female XLR

Applicable Power : 220V-240V/50Hz~60Hz

Product Size : 88*483*466 mm

Product Net Weight 1 27Kg

PA9900

|

PABIOD. Mt o Al

Output Power :2x1.500 W/ 8 ohm
2x2.250 W/ 4 ohm
Frequency Response : 20Hz-20KHz/1W+0.1/-0.3dB
Input Sensitivity :0.775V
Slew Rate : 60V/us
Input Impedance : 20k Ohms,balanced/10K Ohms,unbalanced
Damping Factor : 500:1,1KHz@80hms
Hum and Noise : -80dB
THD into 4 ohm ,1KHz :<0.1%@1700W
Protection Type : Temperature, short circuit, DC, SUB/ULTRA-SONIC
Product Size : 483x503x132 mm

Product Net Weight : 38Kg
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